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1- INTRODUCTION

Hydrocarbon Dew Point (HCDP) and Dew Point (WDP) stand out as crucial quality parameters for natural gas streams. Accurate 
determination of both are essential for safe and efficient pipeline operations, meeting tariff requirements, and complying with 
regulations both in the US and internationally. The rise of shale gas production in the US has further emphasized the need for 
precise and reliable HDP measurement across diverse natural gas compositions.

While theoretical methods attempting to predict natural gas HCDP have been employed historically, they have demonstrated 
considerable inaccuracies. Typically, these methods, which rely on gas chromatography (GC) component analysis and Equation 
of State (EOS) models, exhibit error margins too significant for practical application. Consequently, direct measurement using a 
chilled-mirror apparatus remains the preferred and most reliable technique for determining hydrocarbon dew points in natural gas.

Water dew point (WDP) is also an extremely important quality parameter in the natural gas industry.  There are various 
technologies for the determination of WDP in natural gas. 

This paper provides a comprehensive review of various measurement methods used to determine hydrocarbon and water dew 
points in natural gas. Our discussion encompasses traditional manual chilled-mirror techniques alongside alternative measurement 
technologies. Furthermore, we examine historical HDP data collected over 30 years of operational experience, offering valuable 
insights into long-term trends and variations.

2- HYDROCARBON AND WATER DEW POINT DEFINITION

The hydrocarbon dew point (HCDP) of a natural gas sample marks the precise temperature at which the initial droplets of 
hydrocarbon condensate appear. Put simply, no natural gas liquids will exist at temperatures exceeding the HCDP. Notably, a gas 
sample's HCDP is governed by both its specific composition and its prevailing pressure.

In a similar vein, the water dew point (WDP), also referred to as the moisture dew point, of a natural gas sample signifies the 
temperature at which water vapor begins to condense out of the gas stream. It represents the temperature below which liquid water 
will be present within the gas. Above this temperature, no liquid water will be present.  The WDP is primarily determined by the 
quantity of water present in the sample and the system's pressure. Additionally, the composition of the non-moisture components 
within the gas can exert a minor influence on the WDP.

3- DETERMINATION OF DEW POINTS

Despite the application of Gas Chromatography (GC) composition data coupled with Equation-of-State (EOS) software for HCDP 
determination, this methodology has demonstrated substantial deviations in field conditions, rendering it unreliable for practical 
use.

Similarly, two primary methods exist for Water Dew Point (WDP) determination. The first involves direct dew point 
measurement, while the second entails measuring the water content and subsequently employing an equation to calculate the dew 
point. Interestingly, for WDP determination, the calculation-based method exhibits less error compared to its HCDP counterpart. 
However, it remains a calculation susceptible to various sources of inaccuracy.



Generally, direct dew point measurements are exclusively achieved through the chilled-mirror technique. This approach stands 
as a fundamental measurement and serves as the reference standard due to its significantly higher accuracy compared to 
calculation-based methods.

4- WHAT IS THE CHILLED-MIRROR PRINCIPLE?

The chilled-mirror method is the fundamental and only method for the direct measurement of dew points in any industry.  All 
chilled mirror devices have three things in common: 1) a surface that can be cooled in a controlled manner; 2)a temperature sensor 
to measure the temperature of the surface, and most importantly c) a method to detect the onset of condensation.  As the mirror is 
cooled, at the dew point of water or hydrocarbon, a liquid is formed on the surface of the mirror.  The temperature is then read, 
which is the dew point for either moisture or hydrocarbon, whichever was condensed on the surface of the mirror.

Rudimentary implementations of the chilled mirror method have been around for a very long time.  Early implementations 
depended on human observation of the dew forming.  In the natural gas industry, the “Bureau of Mines Dew Point Tester” was 
common up to a few decades ago.  It is pictured below:

In this manual device, a refrigerant gas is used to cool a metallic surface inside the device.  The thermometer is attached to the 
metallic mirror.  Then the mirror is slowly cooled by releasing refrigerant into the device.  The operator looks at the mirror through 
a small window.  When condensation happens (at either HCDP or WDP) the operator would note the temperature as the dew 
point.

Although the manual systems offer a direct measurement, they are somewhat cumbersome to use.  Furthermore, operator 
subjectivity also plays a role, while it is also difficult for the human eye to distinguish between WDP and HCDP.

More recently, automated chilled mirrors were developed.  These devices automated this process and replaced the human eye by 
optical sensors.  Meanwhile, solid-state Peltier coolers were used to replace the use of an external refrigerant.

There are two different technologies used in automated chilled mirror devices; a) Light Scattering, and b) CEIRS™, Chilled-
mirror Evanescent IR Spectroscopy

A- LIGHT SCATTERING

This method is the first attempt at automating the chilled-mirror principle.  In this approach, a light beam, usually a red diode, is 
directed at the cooling surface.  The reflection of the light beam is monitored for its intensity.



While cooling the mirror, at dew point, condensation forms on the surface of the mirror.  At this point, the beam will scatter 
differently compared to when there was no condensation.  The change in the intensity of the reflected beam is indicative of 
something being present on the surface of the mirror and assumed to be condensation.  The temperature at which this happens is 
assumed to be the dew point.

While this method was an improvement, it still suffers from several shortcomings.  One is that it cannot distinguish between water 
dew point (WDP) and hydrocarbon dew point (HCDP).  Therefore, some vendors use a dryer upstream of the analyzer to eliminate 
moisture.  Then they assume any change in the intensity corresponds to HCDP only.

This method can also be confused by the presence of debris as well as droplets of glycol that may be present.

B- CEIRS™ CHILLED-MIRROR EVANESCENT IR SPECTROSCOPY

This method presents the latest advancement in chilled-mirror technology.  A beam of IR radiation is directed at the bottom of a 
super-polished optical crystal.

When a light beam undergoes total internal reflection, the electromagnetic field is high on one side of the interface and close to 
zero on the other side.  However, since there is no discontinuity in the field, the field actually decays from its full strength right 
at the interface to near zero, in a very small distance adjacent to the interface (See Figure 1).  This small distance, referred 
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to as penetration depth, is usually between few nanometers to a few microns, depending on the refractive indices of the two media 
and the angle of incidence.  If there are no substances in the immediate vicinity of the interface to absorb the optical radiation, 
then 100% of the light is reflected back.  However, if there are substances that absorb the radiation, then some of the light will be 
absorbed.  Depending on the chemical structure of the substance, different wavelengths will be absorbed.

CEIRS™ technique takes advantage of this phenomenon.  An optical crystal is placed in a gas stream in such a fashion that one 
side is exposed to the gas under analysis and the other side is not.  Then, multiple IR beams are sent through the back at incidence 
angles, which cause the beams to undergo total internal reflection.  This crystal is cooled, while the reflected beams are monitored 
for absorption at different wavelengths.  At the onset of condensation (the dew point), one observes optical absorption at one or 
more wavelengths, depending on the chemical nature of the condensate.  At this point, the temperature of the crystal is noted as 
the dew point.

CEIRS™ not only accurately and unambiguously detects the onset of condensation, but it can also characterize the nature of the 
condensate.  This is because absorption is monitored at different wavelengths.  Thus, one can distinguish between a hydrocarbon 
dewpoint and a water dewpoint.  This is an added advantage of this technique.

The crystal itself is a novel ceramic material with very unique optical, chemical, and thermal properties.  It is inert up to 
temperatures of 2000⁰F even in the presence of acidic environments.  Its surface will not adhere to any chemicals or contaminants 
and cannot be scratched by even metal shavings.

It is also important to note that the optical beam does not travel through the gas phase.  Therefore, the technique is immune to 
light-scattering particles that may be present in the gas phase.  

C- ACCURACY OF DEW POINT MEASUREMENT USING CEIRS™

The HCD5000™ unit was used to measure a gas mixture supplied to us by NIST.  This mixture was prepared gravimetrically.  Its 
dewpoint was measured at one pressure by the dual-densitometer method1 and2.  The phase diagram of this mixture was also 
calculated using the REFPROP program3 developed by Eric Lemmon at NIST.  The REFPROP program is based on the 2008 
expansion4 of the GERG model5.  The phase diagram was then used to measure the dewpoint section of the phase diagram 

Distance

El
ec

. F
ie

ld

Medium BMedium A

nA>nB



by HCD5000™.  The phase diagram was also calculated using the SRK Equation-of-State by a commercially available software 
package.  The figure below shows the results.

The results indicate close agreement between the densitometer results and the GERG model.  They also indicate very close 
agreement between the CEIRS™ method and the GERG model and the densitometer results.  The SRK model has significant 
deviation from the other three sets of data, particularly at higher pressures.

The above results indicate a very high accuracy for the CEIRS™ method for the determination of dew point in hydrocarbon 
mixtures.

D- COMPARISON OF CEIRS™ AND MANUAL CHILLED-MIRROR

Several users of the CEIRS™ method have also compared the CERIS™ method with manual chilled-mirror readings for the 
pipeline gas.  They also took GC readings at the same time.  There was a very good agreement between the CEIRS™ and the 
manual chilled mirror unit.  In almost all cases, the manual readings were 1-2 degrees lower than the readings with CEIRS™.  
This is probably because by the time the human eye can detect the onset of the condensation, the CEIRS™-based sensor has 
already detected it.  Speed of cooling when using the manual system also affects the readings, with faster cooling resulting in a 
lower reading.  The figure below shows the comparison of these two methods for pipeline gas.
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5- DISCUSSION OF THE DATA COLLECTED

Data corresponding to dew points in various countries and climates were collected.  The collected data corresponds to a cumulative 
30 years of operation.  All the data correspond to the analysis of pipeline quality gas.  Analysis of the data points to several trends:

a- The actual dewpoints of the gas are almost always higher than the pipeline owner’s pre-conceived expectation of the 
dewpoint!

b- The dewpoints of pipeline quality gas are different in the various regions of the US and Canada.
c- Where available, GC-EOS calculated dewpoints were compared with actual measured results.  The GC-EOS-based 

calculations are in significant error, sometimes by as much as 80°F. 
d- “Process Upsets” are a fact of life.  There are many instances where the HC dewpoint and/or water dewpoint deviate 

significantly from the historical trends.

A more detailed discussion of each finding is below.

A- THE ACTUAL DEWPOINTS OF THE GAS IS ALMOST ALWAYS HIGHER THAN THE PIPELINE 
OWNER’S PRE-CONCEIVED EXPECTATION OF THE DEWPOINT!

Most pipeline operators and gas processors have a preconceived notion of what their HC (or water) dewpoints are.  Most of the 
pre-conceptions relate to a spot sample that was taken at some point, analyzed using a GC (typically C6, but sometimes C9), and 
then the dewpoint was calculated using an EOS model.  In some other cases, the pipeline customers (or gas users such as power 
plants) simply accept their vendor’s specification.  In almost all cases, the actual dewpoint is higher than the pre-conception.

The exact reason for this discrepancy is not clear.  It seems that in many cases, it is the result of a GC-based analysis with an EOS 
calculation.  Such analysis typically underestimates the actual dewpoint.  The reason is several-fold, which will be discussed in 
the “C” section.

In cases where the dewpoint is specified by the vendor, there is a clear conflict of interest.  The vendor obviously would like to 
report their dewpoint as low as possible to meet pre-specified tariffs.  Given the difficult and ambiguity associated with 
“calculation” of the HC dewpoint, the vendor may choose preferential assumptions and techniques to report their HC dewpoint 
lower than reality.

B- THE DEWPOINTS OF PIPELINE QUALITY GAS IS DIFFERENT IN THE VARIOUS REGIONS 
OF THE US AND CANADA.

This observation was expected.  In general, HC dewpoint tariffs are lower in northern areas with colder climates.  However, the 
actual dewpoints were substantially lower.  For example, dewpoints in Canada were typically in the 0-12 ⁰F, while dewpoints in 
the southern US averaged 20-50 ⁰F.  Moreover, the variations in the dewpoints were much lower in the colder climates, typically 
with a standard deviation of ~7 ⁰F, while variations in warmer climates were higher with a standard deviation of ~18°F. (Note 
that these numbers relate to cases where none of the “process upsets” were taken into account.

In general, pipelines that operate in colder climates have to pay more attention to the quality of their gas inputs.  However, the 
dewpoints in the warmer climates should also monitor the inputs to their pipelines more diligently.  In some cases, the dewpoints 
were so high that condensation could occur even in mild temperatures.

C- WHERE AVAILABLE, GC-EOS CALCULATED DEWPOINTS WERE COMPARED WITH 
ACTUAL MEASURED RESULTS.  THE GC-EOS-BASED CALCULATIONS ARE IN 
SIGNIFICANT ERROR, SOMETIMES BY AS MUCH AS 80°F.



Surprisingly, many people are still using C6+GC analysis, combined with an equation of state (EOS) calculation to calculate the 
dewpoint.  While GCs are quite adequate for calculation of BTU, they should not be used for calculation of dewpoints.  Even GC 
manufacturers warn against the use of C6+ GCs for calculation of dewpoints.

There are many sources of errors when one uses a GC to calculate dewpoints.  They include:

a. EOS error.  Given the same gas analysis, different models produce different results.  Depending on the pressure and gas 
composition the EOS errors we have seen can be as high as 20 F.

b. C6+ distribution error.  Typically, the user chooses an assumption for the distribution of the C6-C7-C8.  Some popular 
ones are 60/30/10 or 48/35/17.  Presence of C8+ components is completely ignored.  While these distribution 
assumptions may reflect reality in some limited sources of gas, they are not universally applicable.  The error from the 
distribution assumption can be more than 50 F.

c. Pressure regulation error.  GCs work at close to atmospheric pressure.  Most pipelines operate at >700psig.  One has to 
sample the gas, and reduce the pressure in a manner that does not cause any changes to the constituents of gas.  Although 
there are well-established protocols for doing this, many customers do not follow the needed procedure to ascertain the 
integrity of their sample.

d. GC-embedded errors.  GCs also have inherent measurement errors.  Even a small amount of errors in the determination 
of the heavy components translates to large errors in the calculation of dewpoints.

Overall, when using a GC-EOS calculation, the errors are significant and they typically underestimate the dewpoint.  The errors 
can be as high as 100 ⁰F.  

Unfortunately, the use of C6+-EOS calculations is a major contributor to the under-reporting of dewpoints in US.  The situation 
in Canada and Europe is different and it is well accepted that dewpoints have to be measured rather than calculated.  

D- “PROCESS UPSETS” ARE A FACT OF LIFE.  THERE ARE MANY INSTANCES WHERE THE HC 
DEWPOINT AND/OR WATER DEWPOINT DEVIATE SIGNIFICANTLY FROM THE 
HISTORICAL TRENDS.

Gas processing is a well-known technology.  However, there are many process upsets where the quality of the processed gas is 
compromised due to unforeseen circumstances.  Saturation of water removal equipment can and will give rise to reduced water 
removal and thus increased water dewpoints.  Malfunctions in the liquid removal equipment will cause higher HC dewpoints.  
Several of our customers who are gas processors use dewpoint monitoring as an overall check on the integrity of their process.

The figure shows one of these process upsets.  The horizontal axis depicts time.  As can be seen, the hydrocarbon dewpoints are 
in the -15 ⁰C (4 ⁰F) range.  Then there is an upset condition where both water and hydrocarbon dewpoints rise rapidly and then 
fall again back to normal levels.  The length of this upset is approximately 2 hours.  There is another smaller “event” a bit later.

These process upsets are more common than expected.  If there is no 24/7 monitoring of the gas, they can easily be missed.  These 
process upsets will contribute to the liquid accumulation problems in the pipelines and cause increased need for pigging as well 
as other operational problems.



SUMMARY 

There are a lot of misconceptions about the need to monitor HC dewpoints in pipelines and power plants.  In general, we have 
found that HC dewpoints are significantly higher than the expectations of the pipeline operators as well as the gas users elsewhere.  

Our long-term data indicates that dew points are also well above the pipeline tariffs, where there are tariffs in place.  The only 
exceptions are locations where the inputs to the pipeline are strictly controlled using continuous monitoring equipment. 

ACKNOWLEDGEMENTS

This work would not have been possible without the collaboration of several individuals who generously contributed their time 
and expertise.  Our customers at several locations provided valuable data and input to their operations.

Marc McLinden (NIST) provided the gravimetrically prepared gas mixture to be analyzed by CEIRS™.  Eric Lemmon (NIST) 
provided the GERG-based phase-envelope calculations of the same mixture.  Dr. Ken Starling provided valuable information and 
insight into the phase chemistry and phase behavior of natural gas mixtures.

REFERENCES

1  Marc McLinden, M.O. McLinden and N.V. Frederick, "Development of a dual-sinker densimeter for high-accuracy P-V-T  
measurements," Proc. 11th Symp. on Energy Eng. Sci., Argonne, IL, 63-69 (1993).

2  Marc McLinden, Private Communication, March 2012

3 Lemmon, E.W., Huber, M.L., McLinden, M.O.  NIST Standard Reference Database 23:  Reference Fluid Thermodynamic and 
Transport Properties-REFPROP, Version 9.01, National Institute of Standards and Technology, Standard Reference Data 
Program, Gaithersburg, 2012.

4 O. Kunz and W. Wagner, The GERG-2008 Wide-Range Equation of State for Natural Gases and Other Mixtures: An 
Expansion of GERG-2004, J. Chem. Eng. Data, 2012, 57 (11), pp 3032–3091

5  Kunz, O., Klimeck, R., Wagner, W., and Jaeschke, M., The GERG-2004 Wide-Range Equation of State for Natural Gases 
and Other Mixtures: GERG Technical Monograph 15 and Fortschr.-Ber. VDI, Reihe 6, Nr. 557, VDI Verlag, Düsseldorf, 2007.

-20

-15

-10

-5

0

5

10

15

1 6 11 16 21 26 31 36 41 46 51 56 61 66 71 76 81 86 91 96 10
1

10
6

11
1

11
6

12
1

12
6

13
1

13
6

14
1

14
6

15
1

15
6

Hy
dr

oc
ar

bo
n 

De
w

po
in

t 
(°C

)

Time (Each division is two hours)

"Process Upsets"

http://pubs.acs.org/action/doSearch?action=search&author=Kunz%2C+O.&qsSearchArea=author
http://pubs.acs.org/action/doSearch?action=search&author=Wagner%2C+W.&qsSearchArea=author

	1- INTRODUCTION
	2- Hydrocarbon and water dew point definition
	3- Determination of dew points
	4- What is the Chilled-mirror principle?
	A- Light Scattering
	B- CEIRS™ Chilled-mirror Evanescent IR Spectroscopy
	C- ACCURACY OF DEW Point measurement using CEIRS™
	d- COMPARISON OF CEIRS™ AND MANUAL CHILLED-MIRROR

	5- Discussion of the Data Collected
	A- The actual dewpoints of the gas is almost always higher than the pipeline owner’s pre-conceived expectation of the dewpoint!
	B- The dewpoints of pipeline quality gas is different in the various regions of the US and Canada.
	C- Where available, GC-EOS calculated dewpoints were compared with actual measured results.  The GC-EOS-based calculations are in significant error, sometimes by as much as 80°F.
	D- “Process Upsets” are a fact of life.  There are many instances where the HC dewpoint and/or water dewpoint deviate significantly from the historical trends.


